
Arthur Grillo GmbH • Am Sandbach 7 • 40878 Ratingen • phone 0 21 02 - 47 10 22 • fax 0 21 02 - 47 58 82 
www.grillo-messgeraete.de/en • Email: info@grillo-messgeraete.de • web shop: www.sensor-store.de

P
R

E
SS

U
R

E
D

at
e: 

04
.0

3.
16

 � Diaphragm element
 � Smallest measuring range 0...50 Pa
 � Digital display 3 1/2 digits
 � Analogue output 0...10 V and 4...20 mA
 � Supply voltage 230 Vac, 24 Vac or 24 Vdc
 � Protection class IP 65
 � Also available as two-wire-transmitter (PERITACT 2000-2L)

Manometer with diaphragm element for indication of pressure, under pressure or 
differential pressure of non aggressive gas.  

50 Pa
10.000 Pa  
as desired, ± range 
e.g. -50...0...+50 Pa extra charge
(as far as technical possible)

min. up to 10-times the span

max. 0,2 bar
hose liners 8 mm ø 
screw terminals
2 x M16 x 1,5

230 Vac, 24 Vac or 24 Vdc
0...10 V and 0...20 mA with DIP-switch 
switchable on 4...20 mA 
4...20 mA in 2-wire technology 
adjustable in 3 stages

3 1/2-digit digital LCD-Display, digit 
height 13 mm

Ultra mid/ABS, black/grey dimensions 
122 x 120 x 85 mm (WxHxD)
IP 65 
-10...50 °C
approx. 0,9 kg

tested according EN 61000-6-2, EN 
61000-6-3, CE mark
± 1 %

Specifications
Smallest measurement range:
Largest measurement range:
Selected measuring range:  
 

Overload protection:  

Static pressure:
Pressure Connections:
Electrical Connections:
Cable entry: 

Supply voltage:
Output:
  
 
Electrical absorbability:

Display: 

Wall-mounted casing:
 
Protection class: 
Ambient temperature:
Weight:

EMC:

Tolerance:

Item no.

Low pressure transmitter Peritact 2000 2460
Measurement range & signal output: Customer-specific presetting required! 
Output: 0...10 V, 0/4...20 mA, supply voltage: 230 Vac, 24 Vac or 24 Vdc
2-wire transmitter Peritact 2000-2L 2470
Measurement range: Customer-specific presetting required!
Output: 4...20 mA, supply voltage 13...30 Vdc

ACCESSORIES

Mounting set with screws, plastic-pressure taps, 2 m plastic hose (7 x 1,5 mm) 24602
Assembly frame for panel mounting incl. all mounting hardware 24605
Test certificate 24603

SURCHARGE

Special measuring range e.g. -20...0...+80 Pa 24601

Connection diagram

Dimensions (mm)

LOW PRESSURE TRANSMITTER
PERITACT 2000
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