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NOTES
LIMIT SWITCH GS225

�� Limit switch for monitoring unit signals
�� Two adjustable limit values ​​(floating)
�� Switching function min. or max.
�� Potentiometer with scale 0...100%
�� Hysteresis and time delay is adjustable
�� Inputs 0/0, 2...1 V, 0/2...10 V, 0/4...20 mA
�� Supply voltage 18...30 Vdc unregulated
�� Supply voltage 230 Vac/115 Vac or 24 Vac or 24 Vdc
�� Plastic housing for mounting on a 35 mm standard mounting      

DIN-rail according to EN 50022 

Serves for controlling measuring values which are represented as electrical 
currents. A potential-free contact is switched when the corresponding presetted 
nomial value eith is fallen short (min.-function) or is exceded (max. function). 
Hysteresis and time delay are adjustable inside the unit by trimmers.

Specifications
Input:
Supply voltage:
Nominal value:
Hysteresis:
Time delay:
Function:
Output:

Solution of the scales:
Supply voltage:

Power consumption:
Housing:

Connections:
Protection class:
Display:
Ambient temperature:
Rel. humidity:
Weight:
EMC:

Temperature drift:

0/0,2...1 V, 0/2...10 V, 0/4...20 mA
approx. 18...23 Vdc, non-stabilized
poti with scales 0...100 %
adjustable inside 0,25...5 %
adjustable inside 0...7 s
min. or max. (adjustable)
potential-free contact max. 250 Vac, 8 A 

approx. 5 %
230 Vac/115 Vac with transformator or 24 Vac or 
24 Vdc 
approx. ca. 1,5 VA
grey nylon, for mounting on 35 mm standard 
mounting rail according to EN50022
dimensions 22.5 x 99 x 110 mm (w × h × d) screw 
terminals up to 2,5 mm²
IP 20 to EN60529
operation green, relay activation red
0...50 °C
0...85 %, no condensation
approx. 160 g
tested according EN 61000-6-2, EN 61000-6-3, 
CE mark
± 0,2 % / 10 K

Item no.

Limit switch GS225 5592
Input: Customer-specific presetting required! 
Output: two potential-free contact, 250 Vac, 8 A
Function switch 1: Customer-specific presetting required! 
Function switch 2: Customer-specific presetting required! 
Line voltage: 230/115 Vac, 24 Vac or 24 Vdc Customer-specific presetting required!

Connections
24 Vdc 
24 Vac

230 Vac/ 
115 Vac

Dimensions (mm)
22,5

99

110


